dermaTOP-blue

Wrinkles Application

Analysis of Anti aging product, tension, combling and
smoothing effect

Our in-vivo-3D-Scanner dermaTOP-blue was specially optimized
for dermatological and cosmetic applications for precise
measurement and examination of human skin without the need of
replicas.

This application requires our positionning bench specially
developped to position models in a reproducable maner to the
sensor from different time of measurement for a good area
repositionning.

Sensor configuration use a field of view of 50 mm diagonal which
is 40 x 35 mm rectangular field and 20 mm depth. The size of the
measured field is larger than the area of interest which is
extracted (typically 20 x 20 mm)

The visualisation and analysis is performed by the OptoCAT

Software,
0 Acquisition takes 1 second whith a critical time of less that
260 msec.

o Software treatment provide calulation of the 3d data, filtering
,Sshape or waviness removing and saving data under SDF
format

o0 Extraction of the same area for analysis after powerfull 3D
alignment of the 3D data

0 Roughness calculation can be processed along the wrinkles
with 50 profiles from which Ra, Rz, and LR will be extracted

o Powerfull analysis of wrinkles surface, volume, circonférence,
mean height and max height
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dermaTOP-blue RELIABLE ANALYSIS OF WRINKLES

Profile roughness: Application Data
Profile analysis
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